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2MP H.265 6Inch PTZ High Speed Dome IP Starlight Camera, 

Full color all night, 18X Optical Zoom Lens. 

 

Model: RC-HD6906R-2MP-18X 

Key features: 

2MP High Speed Dome IP Starlight Camera 

18X Optical Zoom Lens (4.7-94mm) 

Efficient Resolution: 1920(V)*1080P (H)  

Built-in 4pcs with 60m IR distance 

Rotation Range (Pan: 0°~360°, Tilt: 0°~93°) 

Rotation Speed (Pan: 0~200°/s, Tilt: 0~160°/s) 

Auto Flip: Horizontal 360°, Vertical 93° 

Support P2P function 

6" Total Metal body construction, IP66 rate protection 

1/3" CMOS, 2.0Megapixels, 18X optical zoom 

HD-IP digital interface output, 1080P high definition image 

ONVIF2.4, HIKVISION ,DAHUA, XM NVR and so on including Milestone and AXXON platform 

compatible 

Optional alarm/audio and SD card 

Product Advantages: 

Offer 2-years product warranties. 
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Logistics convenient. 

OEM/ODM. 

CCC/CE/FCC Certified. 

Strict product quality control. 

Efficiently working with almost Hybrid DVR.  

Lower price. 

6-8 working day per order. 

 

Product applications: 

This is the best product of safety field. It and hard disk video recorders、cable、power supply、

display、etc. Constitute a complete security system. Tts application is more extensive. Such as 

homes、factories、highways、office building、garden、community, or a large public places, etc. 

 

Specifications 

Camera 

Model RC-HD6906R-2MP-18X 

Sensor 1/3” 2.0M Pixel Sony 307 CMOS 

Total pixel 2.0 Megapixels 

Max. resolution 1920*1080@30fps1920*1080@20fps 

Lens 18X     f=4.7mm - 94mm 

Iris F1.6~F1.8 

Min.illumination Color:0.05Lux   B/W:0.01Lux   

WB Manual/Auto/Indoor/Outdoor 

AGC Manual/Auto 

DNR Support 

S/N Ratio ≥50dB 

Dome  

Communications 

Protocol  

TCP/IP,HTTP,NTP,IGMP,DHCP,UDP,SMTP,RTP,RTSP,ARP,DDNS,DNS,HTT

PS,P2P 

Software Control IE, CMS, Management Platform 

Storage(optional) SD card 

Mobile View(optional) Android , iPhone 

Horizontal Rotation 

Range  
360° 

Tilt Rotation Range  93° 

Auto Flip Horizontal 180°, Vertical 93° 

Horizontal Rotation 

Speed  
0.02 ～200°/s 
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Tilt Rotation Speed  0.02 ～160º/s 

Ratio Speed  Supports 

Preset Points  220 

Go to Preset Speed 1-64 grades available 

360° Scan 1-64 grades setting available 

A-B Scan User programmable 

A-B Scan Speed  1-64 grades setting available  

Dwell Preset 1-60s interval available 

Guard Tours 8 groups  

Guard Points Max.16 points, dwell time user selectable 

Pattern Scan 4 pcs 

Pattern Scan Record Max.512 commands 

PWR On Action Memory/Pattern 1/Tour 1/360° scan/A-B scan/Park 1/None 

Park Mode Pattern 1/Tour 1/360° scan/A-B scan/Park 1/None 

Park Time 1-60mins setting available  

Menu Multiple language 

Pan and Tilt position 

display 
Support 

Baud Rate 1200/2400/4800/9600bps  ( Default is 9600bps ) 

Operating Temperature Indoor: 0°~ +40°         Outdoor: -40°~ +60° 

Operating Humidity ≤95% Non-Condensing 

Power Supply DC12V  4A / AC24V 3A    (DC12V is factory default) 

Lightning Protection Transient voltage 6000V 

IR parameters Without IR, starlight,  full color night vision 
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